August 14, 2019

To whom it may concern:

Innovative Manufacturing is pleased to announce that PetroWrap® Anti-Corrosion System including PetroWrap® Primer and PetroWrap® Anti-Corrosion Tape has been successfully tested and is compliant to CSA Z245.30 (2019). Innovative Manufacturing, the Canadian manufacturer of the PetroWrap® Anti-Corrosion System is pleased with the successful cathodic disbondment test results, demonstrating our continued effort to offer the market a competitive and high-quality product.

PetroWrap® Anti-Corrosion Tape can be applied on wire-brushed surfaces and repels water, salt, alkalis and acids. The solution protects against new or corroded surfaces with temperature variances from -40°C to +85°C. PetroWrap® Anti-Corrosion Tape will not crack, peel or harden and is non-toxic and environmentally friendly. Following correct procedures, PetroWrap® Anti-Corrosion System meets the provisions of NACE RP0375 (latest revision). In addition to being CSA Z245.30 complaint, PetroWrap® Anti-Corrosion System has been successfully tested and is compliant to AWWA C-217 Standard.

Adam Eweida
Division Manager

Innovative Manufacturing Inc.
861 Derwent Way
Delta, BC V3M 5R4
T (604) 522 2811
F (604) 522 5141

www.innovativemfg.ca
sales@innovativemfg.ca
INNOVATIVE MANUFACTURING INC
861 Derwent Way, Delta BC, V3M 5R4

CATHODIC DISBONDMENT TEST
OF 9170 PETROWRAP TAPE WITH PRIMER (SAMPLE CD1)
AS PER ASTM G8 METHOD B

AUGUST 2019

0881-19-01-1 Rev0

PREPARED BY:
XU WANG, PH.D.
YUAN LI, PH.D.
IAN STEVENS, DIP. CHEM. ENG.
AHMED MAHMOUD

REVIEWED BY:
AMAL AL-BORNO, PH.D.
XIANYI CHEN, PH.D.

APPROVED BY:
AMAL AL-BORNO, PH.D.
PRESIDENT AND CEO